Bibo alpha BS2960 HT 3~ 251

Bibo a (2960) is a true plug and play pump, always adapting to the optimized efficiency thanks
to integrated intelligence. Extremely robust, compact and stable. Minimizing time spent on
managing pumps and increasing employer safety with longer service intervals, reduced
maintenance costs, less emergency repairs and production downtime.

Technical specification
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Curve: 1ISO 9906
Configuration
Motor number Installation type
B2960.180 18-08-1AZ-W S - Portable Semi
7.4KW permanent, Wet
Impeller diameter Discharge diameter
183 mm 75 mm
Pump information Materials
Impeller diameter Impeller
183 mm Hard-Iron
Discharge diameter
75 mm
Inlet diameter
71 mm
Maximum operating speed
193.26-4000 rpm
Number of blades
3
Max. fluid temperature
40 °C
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Bibo alpha BS2960 HT 3~ 251
Technical specification

Motor - General

FLYGT

Motor number Phases
B2960.180 18-08-1AZ-W 7.4KW 3~

Approval Insulation class
No H

Frequency Rated voltage
50 Hz 380V

Motor - Technical

a xylem brand
Rated speed Rated power
193-4000 rpm 7.4 kW
Rated current Type of Duty
13.1A S1

Motor efficiency class
IE4 according to IEC/TS 60034-30-2 Ed. 1

Power factor - 1/1 Load Motor efficiency - 1/1 Load
0.95 90.0 %
Power factor - 3/4 Load Motor efficiency - 3/4 Load
0.95 91.0%
Power factor - 1/2 Load Motor efficiency - 1/2 Load
0.95 91.0%

Starting current

13.1A
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Nominal speed - 1/1 Load (200-240V) Nominal speed - 1/1 Load (380-480V)
1150 2300

Nominal speed - 3/4 Load (200-240V) Nominal speed - 3/4 Load (380-480V)
1035 2070

Nominal speed - 1/2 Load (200-240V) Nominal speed - 1/2 Load (380-480V)
920 1840
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Bibo alpha BS2960 HT 3~ 251

Performance curve F%

Duty point axylem brand

Flow Head

Curves according to: ~ Water, purdVater, pure [100%],4 °C,999.9 kg/m?,1.5692 mm?/s

"{Head

[=2]
T

56

W ow AN
N ® O b

[N]
FN

54.3%

N
=]

N
®
po b b Db T b b s s T e T B

@® N o

I

x 8000

fficiency
Overall efficiency

—Max 8000 (P1)
—Max 8000 (P2)

[0 o e B B B B B B B B B B B B B B B B IR B

0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 105  [m¥h]

Q0 5 10, 15 20 25 30 35 40, 45 50 55 60 65 70 75 80 85 90 95 100 105  [m¥h]
Nominal (mean) data shown. Under- and over-performance from this data should be expected due to standard manufacturing tolerances.
Please consult your local Flygt representative for pefformance guarantees. Curve: ISO 9906
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Bibo alpha BS2960 HT 3~ 251

Duty Analysis F%

a xylem brand
Curves according to: Water, pure [100%)] ; 4°C; 999.9kg/m?3; 1.5692mm?/s
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Nominal (mean) data shown. Under- and over-performance from this data should be expected due to standard manufacturing tolerances.
Please consult your local Flygt representative for performance guarantees.

Operating characteristics

[P

Pumps / Flow Head Shaft power Flow Head Shaft power Hydr.eff. Spec. Energy NPSHre
Systems
m3h m kW m3h m kW kWh/m? m
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Bibo alpha BS2960 HT 3~ 251

Dimensional drawing F%
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