
Pump Information
Model Number 2DCAL3C3H
Pump Name Drain Guard XL
Discharge Connection 3" 
Rating 2.2 kW / 3.0 hp
Process Data
Liquid Temperature 40°C (standard)
Depth of Immersion max 26 m
Solid Passage 10 mm
The pH of the Pumped Liquid pH 5-8
Motor Data
Voltage / Phase / Frequency 415 / 3 / 50 Hz
Insulation Class F / H
Degree of Protection IP 68
Shaft Speed 2810 rpm
Electric Motor Squirrel Cage Induction Motor
Rated Current at 415V 5.0 Amp
Method of Starting DOL
Power Cable + Control Cable 1x7x1.5 sq mm
Monitoring Equipment

Motor Protections Moisture Ingress & Temperature
Sensors by PTC

Mechanical Face Seals
Inner Seal CR / SS 
Outer Seal TC / TC
Materials
Casted Parts Aluminium
Diffuser Aluminium
Motor Shaft Stainless Steel
Impeller Hi-chrome 
O-rings Nitrile Rubber
Hardware Stainless Steel
Weight and Dimensions
Weight 40 kg
Height 639 mm
Width ø 277 mm
Options
Optional Accessories Zinc Anodes 
Optional Accessories NPT Threaded Discharge Elbow

Optional Voltage 230 V / 380 V / 460 V / 550 V /
660 V /1000 V

Optional Frequency 60 Hz

For further information, see data sheets. Specifications can be changed without notice.
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Technical Data

All Dimension are in mm

Drain Guard XL
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